
Current rating

Frequency
Operating voltage
Temperature range
Earth Leakage current

Voltage drop per line

Capacitors

Inductance per line

Terminations

2,4,and6Amp
D-400Hz
250Vacmaximum
-25°C to +85°C
L2143~2XO,25mA

} at250V50HzaccordingtolEC348
L2774~2x2,uA
~1V
O,O15,uF (Class X2)
2200pF (Class Y)
2A 3mH
4A 2mH
6A 1,3mH
6,3xO,81 mm quick connect or solder

Soldertag
Equipment wires

APPROVALS

(VDE, UL, CSA applied for)

All dimensions are nominal and in mm
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5.5-
PERFORMANCE CHARACTERISTICS '

Typical when measured to 88613:1977
Asymmetric Mode :.80 ' Symmetric Mode. ..
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~NC'I'i:.'llrt- FREQUENCY (MHz)" ORDERING INFORMATION

Oulckconnectorsolder Part No. Solder tags Part No. Equlpmentwires Part No.
2Amp L2143/2/L 2Amp L2143/2/ST 2Amp L2143/2/W
2Amp, low earth L2774/2/L 2Amp, low earth L2774/2/ST 2Amp, low earth L2774/2/W
4Amp L2143/4/L 4Amp L2143/4/ST 4Amp L2143/4/W
4Amp, low earth L2774/4/L 4Amp,lowearth L2774/4/ST 4Amp, low earth L2774/4/W
6Amp L2143/6/L 6Amp L2143/6/ST 6Amp L2143/6/W
6Amp,Ioweartl] L2774/6/L 6Amp, low earth L2774/6/ST 6Amp, low earth L2774/6/W
Protective PVC cover L 1867/L
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